
UL RATINGS OF BULLET-RESISTING MATERIALS
Rating Ammunition Grain  (g) Minimum Velocity fps (m/s) # of shots Paragraph

 LEVEL 1 
 9mm Full Metal Copper 124 (8.0) 1,175 (358) 3 4.3
 Jacketed Lead Core

 LEVEL 2
 .357 Magnum Jacketed 158 (10.2) 1,250 (381) 3 4.4
 Lead Soft Point

  LEVEL 3
 .44 Magnum Lead Semi- 240 (15.6) 1,350 (411) 3 4.5
 wadcutter Gas Checked

  LEVEL 4
 .30 Caliber Rifle Lead 180 (11.7) 2,540 (774) 1 4.6
 Core Soft Point

LEVEL 5
 7.62mm Rifle Lead Core Full 150 (9.7) 2,750 (838) 1 4.7
 Metal Jacket, Military Ball

 LEVEL 6
 9mm Full Metal Copper 124 (8.0) 1,400 (427) 5 4.8
 Jacketed with Lead Core

LEVEL 7
 5.56mm Rifle Full Metal 55 (3.56) 3,080 (939) 5 4.9
 Copper Jacket with Lead Core

   LEVEL8
 7.62mm Rifle Lead Core Full 150 (9.7) 2,750 (838) 5 4.10
 Metal Copper Jacket, Military Ball

Professional and dependable service is the 
hallmark of Action Bullet Resistant. Our Systems 

are designed for both new and retrofit construction. 
We’ve installed projects all over the United States and 

across the globe. From gas stations and banks to schools 
and military bases, no project is too small or large for our 

in-house fabrication specialists.

www.actionbullet.com    •    800.962.8088 263 Union Boulevard
West Islip, New York  11795


